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CI
89/120

ø 77

CI FISSO - FIXED

100/120

ORIENTABILE - ADJUSTABLE 

ø 77

LENS 50 LED 46°
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LENS 50 LED 27°
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Ø77

H

CI 50

Ø 70

01

taglio per incasso/ recessed hole dimension

20

Ø7730°

355°

 9-20 CRI
>90 5

CI 50 ORIENTABILE - ADJUSTABLE

01

LED lm product/beam 3000K

W mA ø H mm α
beam
F27°

beam 
W46° CODE COL.

8 250 77 100 30 860 -
LT1170.930F/01 bianco/white

12 350 77 100 30 1285 -
8 250 77 100 30 - 860

LT1170.930W/01 bianco/white
12 350 77 100 30 - 1285

W mA ø H mm α
beam 
F27°

beam 
W46° CODE COL.

12 350 77 120 30 1285 -
 LT1168.930F/01 bianco/white

18 500 77 120 30 1575 -
12 350 77 120 30 - 1289

 LT1168.930W/01          bianco/white
18 500 77 120 30 - 1575

CI 50

Ø 70taglio per incasso/ recessed hole dimension

 9-20 CRI
>90 5

Solo per cartongesso - 
Suitable only for plasterboard. 

Per cartongesso o laterizio - 
Suitable for plasterboard
and brickwall.

Ø7730°

355°

H

Per cartongesso o laterizio - 
Suitable for plasterboard 
and brickwall.

Per cartongesso o laterizio - 
Suitable for plasterboard 
and brickwall.

350 500

CI 50 FISSO - FIXED

bulb

Ø77

75

LED lm product/beam 3000K

W mA ø H
beam
F27°

beam 
W46° CODE

8 250 77 89 860 -
  LT1183.930F/01 bianco/white 

12 350 77 89 1285 -

8 250 77 89 - 860
  LT1183.930W/01 bianco/white 

12 350 77 89 - 1285

W mA ø H
beam 
F27°

beam 
W46°   CODE

12 350 77 120 1285 -
  LT1166.930F/01 bianco/white 

18 500 77 120 1575 -
12 350 77 120 - 1285

  LT1166.930W/01 bianco/wh
18 500 77 120 - 1575

350 500

GU10 LED

W ø mm Hmm  CODE COL.

1 x max 50 77 75  LT1165/01 bianco/white   

GU10 LED

W ø mm Hmm CODE COL.
1 x max 50 77 90 LT1161/01  bianco/white

350250

77

 89
 

350250

DRIVER CODE ON-OFF mA V IN V OUT
RANGE W AXB

mm
L

mm
FORO
Ømm IP

    AE100-800C.MP
to be set at 250

220-240 3÷46
8,5

40x21 75 50 20to be set at 350 12
to be set at 500 18

350

500

250

NOTE:  DRIVER ESCLUSO | DRIVER NOT INCLUDED

NOTE:  DRIVER ESCLUSO | DRIVER NOT INCLUDED
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