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CI 

  KELVIN 

27 2700K
30 3000K
35 3500K
40 4000K

VERSIONI DISPONIBILI / AVAILABLE VERSION

               / ##   FINITURA | FINISHING

 / 01 bianco | white

 / 02nero | black

 / 03cromo | chrome (solo orientabile/only adjustable)

                / ##   FINITURA PREMIUM  / PREMIUM FINISHING

                 / 81 oro rosa | rose gold

                 / 82bronzo anticato | antique bronze

                  / 83 ottone brunito spazzolato|brushed burnished brass

ø  64

80 100

ø 77

CODE

F1000.8                                     / ##

COMPOSIZIONE CODICE: xxx.x  / ##
HOW TO CREATE THE CODE: 

kelvinbase code beam

finishing

F1000.827S / 01
                        FASCIO / BEAM

      S     Spot

      F     Flood

     W      Wide 

      Per i gradi vedere in tabella - 
      For degrees check the table

CI FISSO - FIXED

ø 64

70 100

ORIENTABILE - ADJUSTABLE 

ø 77

500350

INCASSO |RECESSED
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Ø64

80

GU10 LED
W ø mm H mm CODE
1 x max 50 77 75 LT1165 / ##

CI 50

LED

W mA ø mm Hmm lm prod 3000k   / beam F 22°CODE
5 500 64 80 520

LT1167.9 F / ##

LED lm product / beam 3000K
W mA ø mm Hmm F 27° W 46° CODE
8 250 79 89 860 860

LT1183.9  / ##12 350 79 89 1285 1285

W mA ø mm H mm F 27° W 46° CODE
12 350 79 108 1285 1289

LT1166.9  / ##18 500 79 108 1575 1579

Accessori - accessories: LT9061: cassaforma CI35 / 35F - wallbox CI35 e CI35 / 35F

Accessori - Accessories: LT9062.1: cassaforma CI50 / 50F - wallbox CI50 e CI50 / 50F

Ø 70

350 500

0201

taglio per incasso /  recessed hole dimension

CI 35 Ø 56taglio per incasso /  recessed hole dimension  9-20 CRI
>90 5

2
0

Ø7730°

355°

 9-20 CRI
>90 5

 9-20 230V
ac 5

  Disponibile solo fascio F |  Available only F beam

CASSAFORMA PER INSTALLAZIONE A LATERIZIO E CALCESTRUZZO | WALLBOX FOR INSTALLING IN BRICKWALL AND CONCRETE

H

W

L

Dim. L x W mm H mm CODE
CI35 190 x 114 80 LT9061
CI50 208X140 120 LT9062.1
Cassaforma in lamiera zincata per installazione  in laterizio o calcestruzzo - galvanized metal wallbox for 
installing in brick or reinforced concrete 

CI ORIENTABILE - ADJUSTABLE

0201 03

Ø64
30°

355°

70

LED 
W mA ø H mm lm prod 3000K beam F 22° CODE

5 500 64 70 520
LT1163.9  F / ##

Ø56taglio per incasso /  recessed hole dimension  9-20 CRI
>90 5

Solo per cartongesso - 
Suitable only for plasterboard. 

  Disponibile solo fascio F |  Available only F beam

LED lm product / beam 3000K
W mA ø H mm α S15° F27° W 46° CODE
8 250 77 100 30 860 860 860

LT1170.9  / ##12 350 77 100 30 1285 1285 1285

W mA ø H mm α S15° F27° W 46° CODE
12 350 77 120 30 1285 1285 1289

LT1168.9  / ##18 500 77 120 30 1575 1575 1579

CI 50 Ø 70taglio per incasso /  recessed hole dimension  9-20 CRI
>90 5

GU10 LED
W ø mm H mm CODE
1 x max 50 77 90 LT1161 / ##

Accessori - Accessories: LT9062.1: cassaforma CI50 / 50F - wallbox CI50 e CI50 / 50F

Solo per cartongesso - 
Suitable only for plasterboard. 

Per cartongesso o laterizio - 
Suitable for plasterboard and 
brickwall.

Ø7730°

355°

H

Per cartongesso o laterizio - 
Suitable for plasterboard and 
brickwall.

Per cartongesso o laterizio - 
Suitable for plasterboard 
and brickwall.

Per cartongesso o laterizio - 
Suitable for plasterboard and 
brickwall.

350 500

CI 35

CI FISSO - FIXED
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