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NYX T35D NYX T80D

1 1
CHOOSE CASE OR FRAME ACCORDING TO THE TYPE OF INSTALLATION CHOOSE CASE OR FRAME ACCORDING TO THE TYPE OF INSTALLATION
CARTONGESSO/PLASTERB! ARI% BRICKWALL @ BRICKWALL
() o () o125
. o A3 o
< 055 =0 m
255 o mminerouer 5565 ’ 2105 o mminner - outer 105-120 e = o = CODE
o o, o o
2 CHOOSE OPTIC GROUP < B ) (€ 2 CHOOSE OPTIC GROUP B [E @ DG E5(€
355° Im product / beam 3000K LED Im product / beam 3000K
% g W mA g H Kg = F22° (I:.glrjIIEOK N W mA g H @ Kg S15° F24° W38 CODE K (oo I
74 5 500 55 74 0.15 520 !
201 17 500 105 127 20 09 1930 1827 1905 LTN25K: | ##
095 @ Disponibile solo fasci| Available onlif beam AS 243 700 105 127 20 0,9 2468 2356 2430
0105 Accessori - ccessories: LO74#: lente @ 74 - satin @ 74 Gli apparecchi con temperatura colore Tunable White
devono essere associati a driver a 2 canali. | The devices with Tunable white color temperature have to be
supplied with 2 channel driver.
NYX T50D 1 NYX T111D
CHOOSE CASE OR FRAME ACCORDING TO THE TYPE OF INSTALLATION 1
JPLASTERBOARD @/BRICKWALL @ BRICKWALL CHOOSE CASE OR FRAME ACCORDING TO THE TYPE OF INSTALLATION
@90 N & CONCRETE 9 PLASTERBOARD @ BRICKWALL
so| {1 @ @150
o, o7 i v
@ mm inner-outer 70 - 80 250 CODE
270 005 LTN15A - » o
mm CODE CODE Nota: uisponione soio avoinaw aila versione GU10 | e CODE CODE
LTNO5A LTNO5B | Note: For version GU10 combine only. 2140 LTNO9A LTNO9B
mm & mm inner - outer 132-140
2 CHOOSE OPTIC GROUP
& 2 CHOOSE OPTIC GROUP <& B [ BB €K (€
355° 355°
=
LED LED Im product / beam 3000K T b\FD mA o H Kg Ism1%r‘9dgc2ts/°be\é/\\/m4%90gléol§ 799 [soq
i WoomA e o H o Kg o S1ST F277 W46t CODE 243 700 140 168 09 2468 2356 2430
A — 8 250 70 85 20 0,55 860 860 860 GOKO® | #i# 156 LTN8OKI9 | ##
200 30) 12 350 70 85 20 055 1785 1285 1285 LTNG69K¢ 32 900 140 168 0.9 3006 2885 2955
0
LED Im product / beam 3000K @ =i Accessori - accessories: L111#: lente @ 111 - lens @ 111
w mA gmmH & Kg S15° F27° W46°
12 350 70 105 20 0,38 1285 1285 1285
18 500 70 105 20 0.38 1575 1575 1575 LTNGOK®® / ##
Gli apparecchi con temperatura colore Tunable White devono essere associati a driver a 2 canali. | The
devices with Tunable white color temperature have to be supplied with 2 channel driver.
@OEIO® EsCE NYX T-SPOT 55 pLASTERBOARD UK
GU10 W‘ % w s H Kg CODE Y EEINCEIGE
Ix max 50 70 80 0,21 LTNG66K / ##
o70 Accessori - accessories: L050#: lente @ 50 55 LED Im product/beam 3000K @
Nota: Alla versione GU10 & possibile abbinare soltanto la lente L###R nido d'ape | Note: For version GU10 % w mA ] H F27° W46° CODE
combine L##R honey comb only. % (4 g‘ 12 350 55 155 1285 1289
- = =7 18 s 55 155 1575 1579 LTN9O0® e /it#
£
-
AVAILABLE VERSION
|##  FINISHING XXX.X0 @ [ # ACCESSORIES
HOW TO CREATE THE COB£000.827S / 01
2700K 2700K D 1 0%bianco | white conE LENTI NYX TISINSES NYX T50 LENTI NYX TBNSES NYX T80 LENTI NYX TLENSES NYX T111
3000K
SHTI P . 1 02vero | black F1000.8 ° — finishing / ## ¢ Kg CODE ¢ Kg CODE o Kg CODE
3500K | | LENTE SATINATA/SATINED LENSO 0,01 LO50S / ## 74 0,01 LOBOS / ## 1110,01 L111S/ ##
ATl 4000K . / 49pronzo | bronze basecode kelvin beam
Tunable White Dali LENTE ELISSOIDALE / ELIPSOID BENS0,01 LOSOE / ## 74 0,01 LOSOE/ ## 1110,01 L111E/ ##
PREMIUM FINISHING
® FASCIBEAM I] o LENTE ASIMMETRICA/ ASYMMETRBOLEQSOL LOSO0A | ## 74 0,01 LO8BOA | ## 111001 L111A/ ##
S Spot clcsefleselocic FILTRO NIDO D'APE / HONEY CO
g n D [50q [7@8 [s00 fhrRod $h 0,01 LOSOR / ## 74 0,01 LOBOR/ ## 1110,01 L111R/ ##
W Wide D /@3ne brunito spazzolato|brustidournished brass DRIVERS  P.452
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Per i gradi vedere in tabella - For degrees check the table
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