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GINEICO’s range of silicone encased LED flex lights are specially manufactured and designed to operate in high temperature,
high humidity environments, ideal for enhancing the atmosphere in saunas and steam rooms.
They feature built-in constant current design to control temperature rises

These flex lights are easily installed and require no added heat or moisture protection, operating pefectly in temperatures up
to 90°C and relative humidity levels of 100%

PRODUCT CHARACTERISTICS

DIMENSIONS

15 16 17

BISCIA MAMMA (Horizontal bend) MAMMA (Vertical Bend)

BENDING
The flexible PVC sheaf allows the snake light to travel around the tightest of corners creating an unbroken elegant light path.

Horizontal or Vertical bending

Horizontal bending

BISCIA MAMMA

POWER CONNECTOR
Neat injection moulded connectors achieve seamless appearance and allow lengths to be butted up together for an unbroken light path.
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Side (Left or right) Bottom End

Left and right options Factory-fitted
for side entry dead end

MOUNTING

The PVC sheaf may be inserted into routed recesses in timber or masonry or can be mounted in standard profiles.

Mounting channels available in linear for straight runs or curved stainless steel for horizontal or vertical bends.
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CURVED STAINLESS STEEL SELF-LOCKING ALUMINIUM INLAID
Perfect for horizontal or vertical bends. Robust, sleek and reliable. Spring clips Flexible linear light may be inlaid into routed
Lengths up to 900mm. secure even the heaviest snake light. grooves in timber to achieve a sleek integrated
Available in silver lengths up to 2m. finish
90° corners and T-pieces available.
WETFLEX SPECIFICATIONS
Code Colour Temp. | Watts | Lumens p/m CRI Bend diam.| Max. unit lengthCutting increments Dimensions | Rating
BISCIA 2200K, 2700K, 6W p/m 350 >80-90< 120mm 10m 83.3mm 11.5mm x 21mm P67
3000K,4000K,
MAMMA 5700K, RGB 6W p/m 450 >80-90< 300mm 10m 55.6mm 16mm x 17mm P67
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