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PRODUCT FACT SHEETCROSS SUSPENSION LINEAR

DESIGN MASSIMO TONETTO
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FUNCTION SUSPENSION

LOCATION INTERIOR

LIGHT EMISSION DIFFUSED LIGHT

LIGHT SOURCE STRIP LED 8W/mt 2700°K 750lm CRI 90+ 24Vdc

TOT. = 19,2W 1800lm

ENERGY EFFICIENCY G

RATED VOLTAGE 110 - 120 V / 220 - 240 V

FREQUENCY 50 - 60Hz

SUPPLY TERMINAL BLOCK

BALLAST BALLAST INCLUDED

CABLE LENGHT 250 cm (98”4)

DALI or TRIAC dimming kit available upon request

STRUCTURE

M11	 LIGHT BURNISHED BRASS 

M12	 DARK BURNISHED BRASS

GLASS

B	 BRONZE

G	 SMOKE GREY

CROSS SUSPENSION LINEAR

DESIGN MASSIMO TONETTO 

PRODUCT FACT SHEET

PRODUCTS DETAILS

DESCRIPTION

CERTIFICATION

MATERIALS

DIMENSIONS

Cross Suspension Linear illuminates spaces with a horizontal beam of light. Its di�user is made up of a Murano glass tube that 

embraces the light source, creating a dynamic e�ect thanks to two brass parts that interrupt its linearity. The combination 

of several crossing linear elements allows one to obtain particularly interesting suspension lighting solutions. The Cross 

collection is also available in a wall version and a three-element suspension variant.

PACKAGE QTY DIMENSIONS NET WEIGHT GROSS WEIGHT TOTAL VOL.

1 × WOODEN CAGE            159 × 38 × H 50 cm (62”6 × 15” × H 19”7) 5 kg 30 kg 0,30 m3

126 cm (49”6)
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5,5 cm (2”2)

Ø 13 cm (5”)


